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Safety intructions - Please read this manual carefully before your intial startup 

 

 

CAUTION! TAKE CARE USING THIS DEVICE 
RISK OF ELECTRIC SHOCK 

 

Each person involved with the fitting, maintenance and operation of this device should be competent and follow 
these instructions. 

Before Initial start-up check the mains cable and device for any damage. 

Keep this device away from moisture and liquids. 

Should the fuse in the plug need replacing ensure a 3amp fuse with a British kite mark is used. 

 

ULS manufacturing will not accept liability for any damages caused by the non-observance of this manual, or any 
modification to this device. 

Never remove warning or information labels. 

Do not open this device or modify the equipment 

Do not connect this device to a dimmer pack. 

Do not switch this device on and off at short intervals. 

Only use indoors. 

Make sure the voltage is between 90 and 240v ac 

Make sure the power cable is never crushed or forced, check the cable periodically. 

If the equipment has been exposed to drastic temperature change (normally after transportation), allow device to 
reach room temperature before powering on. 

Do not touch this device during a thunderstorm. 

If any of the following conditions occur, remove the ac plug: 

Smoke or unusual smell. 

Water or foreign objects inside the unit. 

Damage to the housing caused by physical damage. 

 

Never pull the power cord, always grasp the main body of the plug top. 



 

Thank you for choosing out Product 

This LED Parcan can be used as a standalone fixture or controlled by  10 channels of DMX.  

The fixture uses LED lamps which unlike traditional lamps are power efficient, long lasting, brighter and run at lower 
temperatures. Unlike other LED Pars, this model features a range of design concepts not commonly seen at this price 
point that make the fixture ideal for touring theatre ,entertainment and hire companies 

Key Design features 
Thick, durable aluminium casing.  Making the unit ideal for touring and  hire companies. 

Double yokes for up lighting applications 

Advanced 10 channel dmx mode for high-end lighting controllers providing access to macros. 

Menu software designed for simple operation with easy dmx addressing but also providing advanced access to the 
user to change detailed settings. 

 Features & Specifications 
-  
- 7x RGBWA+UV 6 IN 1 LED Lamps 
- 16.7 Million RGB Colour range  
- 25° Beam Angle 
- 50,000 Hour Lamp Rating 
- 0-100% regulated dimmer with 

constant colour control 
- 10 flashes per second Strobe (any 

colour) 
- Power Rating: DC 24V/200W 
- Input Voltage: AC 90-240V, 50-60Hz 

- 4 Figure LCD Display with auto time out 
- Near silent operation with variable 

speed temperature controlled fan 
- IP20 Water Resistant Rating 
- Robust Aluminium Casing 
- Max. Ambient Temperature: 45°C 
- Packing Size: 18x18x20 cm 
- Net Weight: 1.4kg 
 

 

Operation 
There is a 4-figure LCD display on the rear. Below this there are 4 buttons; MENU, UP, DOWN and ENTER. The display 
will turn off after 30  Seconds of inactivity. Press the MENU button to wake the display. MENU and/or UP, DOWN are 
used to cycle through the different functions and ENTER is used to select a function or confirm a selection. 

 

 

 

 



 

Safety 
- Ensure that the fixture isn’t forced to run higher or lower than its operating voltage.  
- Check that the plug and cable aren’t damaged or broken before powering the fixture.  
- Disconnect the fixture from power before cleaning. 
- Ensure that there is no flammable material in proximity to the fixture during operation. 
- Do not modify or repair the fixture. This should only be done by a qualified engineer.  

Cleaning 
Smoke or fog residue and dust will build up internally and externally on the fixture. Cleaning should be carried out 
periodically to ensure optimum light output.  

- Use glass cleaner and a soft cloth to wipe off the casing and LED lenses. 
- Ensure that the fixture is dry before plugging in.  

The frequency that the fixture will need to be cleaned will vary based on the operating environment.  

Display Function Description 
Main Menu Value Settings 
d001 d001 – d512 Unit functions from dmx control 

Press ENTER to edit the value and use UP and DOWN to change the 
value. Press enter to stor e the value 
The “d” flashes when no dmx signal is present  
 

Au__ 
Preset 
colours for 
standalone 
operation 
(no dmx) 

Au01 Red leds on 100% 
Au02 Green leds on 100% 
Au03 Blue leds on 100% 
Au04 White leds on 100% 
Au05 Amber leds on 100% 
Au06 UV leds on 100% 
Au07 Blue and Red leds on 100% 
Au08 RGBWA leds on 100% 
Au09 Snap Chase between colours (speed of chase set by st00) 
Au10 Cross fade Chase between colours (speed of chase set by st00) 
So01 Snap Chase between colours – sound uses internal microphone to 

step the case forward with the beat of the music 
So02 Snap Chase between colours with strobe effect – sound uses internal 

microphone to step the case forward with the beat of the music 
St00 St01 –St16 Strobe speed from slow to fast of all the presets above Au01 – Au10  
SP00 SP00 – SP16 

 
Speed from slow to fast of Au09and Au10 chases above 

Manually set the intensity  of all the leds to create any colour mix in standalone operation 
R000 R000-R255 Red - Manually set the intensity 
G000 G000 – G255 Green - Manually set the intensity 
B000 B000 – B255 Blue - Manually set the intensity 
W000 W000 – W255 White - Manually set the intensity 
A000 A000 – A255 Amber - Manually set the intensity 
P000 P000 – P255 UV - Manually set the intensity 



 

10 CHANNEL DMX Values and Functions 
DMX Channel Value Range Function 
1 0-255 Dimmer 
2 0-255 RED  
3 0-255 GREEN 
4 0-255 BLUE 
5 0-255 WHITE 
6 0-255 AMBER 
7 0-255 UV (Purple) 
8 0-255 STROBE (0 = Shutter open)  
9 0-255 0-3 = no macros 

4-13 = red 100% 
14-27 – Green 100% 
28-41 – Blue 100% 
42-55 – white 100% 
56-69 – Amber 100% 
70-83 – Uv 100% 
84-97 – red and blue mix 
98-100 – all leds on 100% 
101-150 cross fade between colours(set 
speed with channel 10) 
 
151-200 snap chases between colours – set 
speed with channel 10 
 
201-250 chase between colours dimming to 
black between each colour 
251 - 255 white leds 100% 

10 0-255 Speed for channel 9 macros and chases 
 

Rear Panel 

 

 



 

DMX connections: 
A three-pin XLR socket serves as a DMX output, a three

 
 
 
 
 
 

 

 

For systems with very long DMX cable runs or high electrical 
recommended to use a DMX terminator. The DMX terminating resistor is implemented in an XLR connector as 
a 120 Ω resistor between pins 2 and 3, which is plugged into the last output socket of the DMX line.

 

XLR connections – 5 pin 
Pin 1 = Ground/ screen braid  
Pin 2 =Dmx data - 
Pin 3 = Dmx data + 
Pin 4 = not connected 
Pin 5 = not connected 
 
 
 
 
 
 

 

XLR 5 pin to 3 pin cable  
convertors 
Pin 1 = Ground / screen braid 
Pin 2 =Dmx data - 
Pin 3 = Dmx data + 
Pin 4 = not connected 
Pin 5 = not connected 
 

 

pin XLR socket serves as a DMX output, a three-pin XLR plug serves as a DMX input.

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

For systems with very long DMX cable runs or high electrical interference, such as in a discotheque, it is 
recommended to use a DMX terminator. The DMX terminating resistor is implemented in an XLR connector as 

2 and 3, which is plugged into the last output socket of the DMX line.

 

 

nput. 

interference, such as in a discotheque, it is 
recommended to use a DMX terminator. The DMX terminating resistor is implemented in an XLR connector as 

2 and 3, which is plugged into the last output socket of the DMX line. 



 

ULS Manufacturing is a trading name of Ultra Light & Sound Limited.   

 

UK based with readily available spares and new units in the UK.  

Our engineers have a detailed knowledge and are able to provide technical support both over the telephone, 
email and at our UK Headquarters. 

 

Our ethos is to be able to maintain service and extend product life and minimise the “beyond economic repair” 
approach, helping reduce waste and saving time, money and the environment. 

 

 

Ultra Light& Sound limited 

Tel 01173502064 

www.UltraLightSound.co.uk 

info@ultralightsound.co.uk 

 

 

WEE Declaration 

 

 

This symbol indicates that this piece of electrical equipment must 
be disposed of separately from normal waste at the end of its 
operational life. Please dispose of this produced by contacting ULS 
manufacturing or taking it to your local recycling or collection 
centre. 

 

 

 


